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ler Crank Dis-Assembling & Assembling Machine TCDA - 20

STANDARD ACCESSORIES TCDA -

20
Sl. No. Particulars Qty. ;"
1 BEARING REMOVING BLOCK 01 SET ',
2 | CRANKPIN FIXING COLLAR ID -20 02 NOS. :r
3 CRANK PIN FIXING COLLAR ID - 22 02 NOS. i
< CRANK PIN FIXING COLLAR ID - 25 02 NOS
5 CRANK PIN FIXING COLLAR ID - 28 02 NOS.
6 CRANK PIN FIXING COLLAR ID - 30 01 NO., :
7 CRANK PIN FIXING COLLAR ID-35 01 NO. i
8 PIN REMOVING COLLAR 01 NOQ.
9 CRANK CHECKING DEVICE 01 SET i
10 DOUBLE ENDED SPANNER 22/24 01 NO. !
1" CRANK PIN REMOVING FIXTURE ASSEMBLY 01. NO. | ;
TECHNICAL SPECIFICATIONS I
Sl. No. Particulars '1 Qty.
[ Max. Pressing Force 20 Ton |
it Max. Pressure 170 kg/em® i
i 3 Max. Stroke Length 300 mm I
il Motor for Power Pack 2HP |
i 5 Oil Tank Capacity 25 Ltrs
i Dimensions of the Machine L x W x H 21.5x235x%x85
Inches
Net Weight of the Machine 424 Kg Approx
: Valve guide removing and fixing attachment.
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